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INSTRUCTIONS FOR OBTAINING PUBLICATIONS 


Publications not available for distribution at this Laboratory are marked 
with an asterisk (*). 


Single copies of technical notes, reprints, and processed reports may be 
obtained free upon request from the Director, Forest Products Laboratory, 
Madison, Wis. 53705. 


Federal Government bulletins, circulars, and leaflets, if not available for 
free distribution at this Laboratory, may be purchased at the price indicated 
from the Superintendent of Documents, Government Printing, Office; 
Washington, D.C. 20402. Send money order, draft, or cash; stamps or 
personal checks are not accepted. 


Trade journals containing articles herein listed may be purchased from the 
publishers or consulted in various libraries. 


The Forest Products Laboratory reserves the right to furnish only those 
publications which in its judgment will give the information requested. 
Blanket requests or requests for a large number of copies of any individual 
article will not be filled except in unusual cases. 
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Painting outside wood 
surfaces. 


*Steps before painting. 


*Your best paint buys. 


*Paints for exteriors of 
houses, 


*What's new in wood 
finishes ? F 


*Painting frame buildings. 


Wood siding, how to 


install it, paint it, care : 


for it. 


Painting and finishing 
wood. 


Paints and painting. 
- (Chapter 7 from Manual 


on Wood Construction for: 


Prefabricated Houses) 


Author : Publication and date 
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General 
: Forest Products - USFS Res. Note FPL-0123. 
Laboratory TeeLoob. 


: Barquest, Glenn D.,: Hoard's Dairyman 111(13): 


and Black, John M.: 804. July 10, 1966. 


: Barquest, G. D. : Hoard's Dairyman 111 (12): 
ANd ta Choe Vices el DOWe uteme, Deer OO Os 
>? Laughnan,, Dak, 2 The Mag. of Pretabrica- 


tion 6(3):36-39. Mar. 1958. 


SOLTENC eG, Mies. : NAHB J. of Homebuilding 


12(5):41-42. May 1958. 


: Laughnan, D. F. : Amer. Railway Eng. Assn. 


Proc. 1956, Vol 57, 
pp. 1025-1036. 


UD ge Die No eof 
Pant Garden Bull eNowo. 


1956. 
: Forest Products : Separate from Wood Hand- 


Laboratory OOO K see Uo WA AgT. 
> landb. (2. 1955.9 rom 
Govt. Printing Office, 
Wash., D.C., 20402. 


eC, 

: Forest Products : Govt. Printing Office, 
Laboratory & seWash., DU. cU402. 
Housing & Home : $1.50 
Finance Agency 

The Weathering of Wood 
Wengert, E. M. : J. of Paint Tech. 38 (493): 


Effect of atmospheric 


gases on color changes in: 


wood exposed to ultra- 
violet light. 


71-76. Feb. 1966. 


*Not available at Forest Products Laboratory. 
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The Weathering of Wood--(Continued) 


Parameters for predicting : Wengert, E. M. 
maximum surface tem- 
peratures of wood in 
exterior exposures. 


Surface characteristics of : 
wood as they affect 
durability of finishes. 
Pt. II--Photochemical : Kalnins, M. A. 
degradation of 
wood. 


Weathering of wood. : Forest Products 
Laboratory 


Microscale changes in cell: Miniutti, V. P. 
structure of softwood 
surfaces. 


Microscale changes in cell: Miniutti, V. P. 
structure at softwood 
surfaces during weather-: 
ing, preliminary 
observations. 


Wood siding left to PD rownesy eas 
weather naturally. 


Effect of resin treatment : Lloyd, R. A. and 
and compression upon 2 Otatninye wwe 
the weathering : 
properties of veneer 


laminates. 
The penetration of light : Browne; Fo Le andes 
into wood. : Simonson, H. C. 


*Not available at Forest Products Laboratory. 
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USFS Res. Paper FPL 62. 
1966. 


: USFS Res. Paper FPL 57. 


L966. 


: USFS Res: Note FPL-0135. 


1966. 


: J. of Paintelech taking. 


37(485): 692-6. June 1965. 


: Forest Prod. J. 14(12): 


571-576. Dec. 1964. 


* South. Lorman, , 


pp. 141-143. Dec. 1960. 


: Forest Prod. J. 


8(8):230-235. Aug. 1958. 


Forest Prod. J. 
7(10):308-314. Oct. 1957. 


Author 
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Publication and date 


Painting Characteristics of Wood 


Finishing exterior 
plywood. 


Properties of softwoods 
that affect the perform- 
ance of exterior paints. 


Effects of wood on 
durability of finishes. 


Exudation of pitch and oils 
in wood, 


*Modification of wood and 
plywood to improve 
paintability. 


Wood properties and paint 
durability. 


*Effect of extractive 
substances in certain 
woods on the durability 
of paint coatings. 


: Forest Products . 


Laboratory 


sMiniutt?, .Vicar: 


SLaughnan, . b. 


: Browne, F. L. and 
Rietz, R. C. 


> Browne, FE: Lio, and: 


Laughnan, D. F. 


: Browne, FF. L. 


: Browne, F. L. 


: Forest Prod. J. 


hPL Rep.waNo-. 


USPeakes. 
Be LOLS 12 


Note 
1966. 


| OfficialsDigest) Vol. 35, 


No. 460, pp. 451-471. 
May 1963. 


9(2):19A-21A. Feb. 1959. 
1735. 
1959. + 1965. 

Forest Prod. Res. Soc. 
As 2(3):3-24. Sept. 1952. 


: USDA Misc. Pub. No. 629. 


1947. 10 cents. 
Washington, D.C. 


GEO; 


sind wees EnoeeC hem, 


Z28:416. 0 Apr. 1,71936. 
Same. Discussion by 
FEF. L. Browne. Nat. 
Paints bull.3(2):os 
Feb. 1939. 


Special Primers and Priming Procedures 


Effect of aluminum 
priming paint on the 
durability of house 
paints on wood. 


browne, EF. L: : 


*Not available at Forest Products Laboratory 
+Information reviewed and reaffirmed. 
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Ind. & Eng. Chem. 
263369. Apr. 1934. 
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Title : Author : Publication and date 
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Composition of Paint 


Swelling of paint films in 
water. 


*Part I--The absorption : Browne, F. L. : Preprint of paper for 7th 
of water, : : Annual Meeting of Forest 
swelling and: 2 Prod. Kes. SOc. , 
solubility of :; _: Memphis, Tenn., 
free films of : : June 15-17, 19533 
paint. : : 

*Part II--Absorption and: Browne, F. L. : J. of the Forest Prod. 
volumetric ; : Res. Soc. 4(6):391-400. 
swelling of ; : : Dec. 19548 
bound and free: : 
films before 
and after 
weathering. 

*Part III--Absorption : Browne, F. L. : Forest Prod... 
and volumetric: : 5(1):92-96. Feb. 1955. 
swelling of : 
bound and free: 
films from air: 
of different 
relative 
humidities. 

*Part IV--Effect of : Browne, F. L. : Forest Prod. J. 
thickness of : : 6(2):142-146. Apr. 1955. 
film and : : 
pigment 
volume of 
paint. 

Part V--Effects of dif- : Browne, F. L. : Forest Prod. al. 

ferent pigments: 2 5(3)s892-c00weJune 1955. 


*Not available at Forest Products Laboratory. 
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Swelling of paint films in 
water. 


Part Vi--Effects of dif-: Browne, F. L. 


ferent oil or 
oleoresinous 
vehicles, 


*Part VII--Latex 
vehicles. 


Part VIlI--Swelling of 
linseed oil 


paints in water: 


and organic 
liquids. 


Part IX--Effects of 
temperature 


during soaking: 


and film 


formation, and: 
repeated soak-: 
ing and drying.: 


Part X--Rate of 


Water, perme-~: 
ability to water: 
vapor, and the: 
penetrability to: 
aiteinerers(,0n : 


to water 
absorption. 


Part XI--Mixed- 


pigment paints: 
in linseed oil. : 


*Not available at Forest Products Laboratory 
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Composition of Paint--(Continued) 


: Forest Prod. J. 


6(4):152-159. Apr. 1956. 


e 
. 


sForest Prod, J. 
6(6):235-240. June 1956. 
Out of print. 


rEMorest Prodan 
6(8):312-318. Aug. 1956. 


“Forest Prod. .J. 
6(10):453-458. Oct. 1956. 


MOTE sS tae FOC aanhe 
7(4):145-154. Apr. 1957. 


SE OVESt et LOG as 
7(7):248-252. July 1957. 
OnisOtsniint. 
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Composition of Paint --(Continued) 


*Durability of red iron auchnany aD ate : Ag. Eng. 37(3):188-189. 
oxide barn paints. : Marea oo0, 


Technique of Applying Paint 


The two-coat system of eB TOW NE get mets 2Ind. & !np- Chem. 
house painting. : >) July 194s came: 
: EPUyRep.3No. l2a0e 
Rev.6 1 958-et aL Oe 


Technique of Maintaining Paint 


*Effect of coating thickness : Browne, F. L. and : Fed. Paint & Varn. Prod. 
on the performance of > Laughnan, D. F. ;: Clubs Ortrciaiiocat 
house paints under dif- : : No. 338: Mare slo 53% 
ferent programs of : 
maintenance. 


How often should a house : Browne, F. L. and : Paint, Oil & Chem. Rev. 


be painted: Anexperi- : Laughnan, D. F. : 115(16):16-18, 32-35. 
mental study of programs: > July 3 eto ceed 
of paint maintenance. : >  115(17)26, 42, 44-47. 


Auge sl 4e eb 9oZ odie: 
Forest Prod. Res. Soc. 
Le AN, Dec. 1952. 


*Repainting paint-neglected : Browne, F. L. : Nat. Painters Mag. 
frame houses. : 2 ACV Oil, yes TEI 
: (5):14-16. May 1935; 
(6):6-9. June 1935. 


Paint Failures 


Condensation in farm | : Forest Products : USFS Res. Note FPL-0114. 
buildings. : Laboratory LoOOn 


*Not available at Forest Products Laboratory. 
+Information reviewed and reaffirmed. 
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Publication and date 
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Cross-grain cracking of 
oil-base house paints. 


Discoloration of house 
paint by blue stain. 


Discoloration of house 
paints by water-soluble 
extractives in western 
redcedar and redwood. 


Intercoat peeling of house 
paints. 


Mildew on house paints. 


Temperature blistering of 
house paints. 


Insulation and ventilation 
prevent condensation in 
barns. 


Understanding the 
mechanisms of deterio- 
ration of house paint. 


Remedial measures for 
building condensation 
difficulties. 


*Not available at Forest Products Laboratory. 


Paint Failures--(Continued) 


: Forest Products 


Laboratory 


: Forest Products 


Laboratory 


: Forest Products 


Laboratory 


: Forest Products 


Laboratory 


Ses 


: Forest Products 


Laboratory 


: Forest Products 


Laboratory 


: Teesdale, L. V. 
and Dunlap, M. 


“Browne, F. Lt 


: Teesdale, L. V. 


+Information reviewed and reaffirmed. 
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: USFS Res. Note FPL-0129. 


1966. 


>: USFS Res. Note FPL-0131.. 


1966. 


: USFS Res. Note FPL-0132 


1966. 


: USFS Res. Note FPL-0127. 


1966. 


: USFS Res. Note FPL-0128. 


1966. 


: USFS Res. Note FPL-0126. 


1966. 


mE ritweps NO. li cOc L954: 


Talos. 


: Forest Prod.-J. 9(11): 


417-427. Nov. 1959. 


SEREL Rep.No. li LOw 1947, 


+ 1962. 


a Ce 


Title : Author : Publication and date 


Paint Failures--(Continued) 


*Condensation problems in : Teesdale, L. V. : Northwest Architect. 
modern buildings. ; Mater Api 39; 
: Domestic Eng. Apr. 
1939; Building Supply 
News. Apr. 1939. 


Technique of Exposure Testing 


An attempt to hasten test- : Browne, F. L. TEP is Rep. No,722035% 
fence studies of paint : - 1960: 
failure caused by too- 
frequent repainting. 


A new device for studying : Browne, F. L. and : Forest Prod. J. 
the blister resistance of : Laughnan, D. F. : 10(3):141-145. Mar. 


house paints. : ee JOON 
*Testing house paints for : Browne, F. L. 2). Ghem-e@E ducation; 
durability. : 2) LOSb2 972 oe piso or 


Coatings for Retarding Moisture Movement 


Moisture content of wood : Browne, F. L. “EF PinRep.eNo,elicr eos. 
as related to finishing : Ge i SKerain 
of furniture. 


Uneven coatings on wood =: ; BeUViech Note Nove D=1c. 
cause warping. : : Reissued 1962. 

Coatings for minimizing : > Pies techNotesNowelels 
changes in the moisture : * Rev.91960: 


content of wood. 


Coatings that prevent end : : FPL Tech. Note No. 186. 
checks : ASN UCTS): 


*Not available at Forest Products Laboratory. 
+Information reviewed and reaffirmed. 
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Coatings for Retarding Moisture Movement--(Continued) 


*Coatings for wood. woOTrOWwne, bo els. :; Modern Plastics 
: Encyclopedia V. l, 
De OL0 ey 1947. 


Clear or Natural Finishes for Exteriors of Houses 


Forest Products Labora- : Forest Products : U.S. Forest Serv. Res. 


tory natural finish. | : Laboratory : Note FPL-046, 1964. 
Making log cabins endure. : Forest Products Bie pe NOD oa. 
Laboratory : Rev. 1960: 
Natural wood finishes for : Laughnan, D. F. : Preprint Forest Prod. 
exteriors of houses. : > Réss S0c.. BtheAny 


Meeting, Grand Rapids, 
Mich., May 1954. 


*Natural wood finishes for : Browne, F. L. : Nat. Real Estate & Bidg. 


exteriors of houses. : fo Al SAGs, Zip, 
: Oct, /196i,— Arch: 


: Record, 111(2): 196- 
\ : ine. 9S eee CD ceelo O27 


Water Repellents and Water-Repellent Preservatives 


Water repellents improve : Anderson, L. O. : USFS Res. Paper FPL 4. 
performance of drop sid-: loo 
ing. : ; 
Measuritip thescttective a) Miniutti say «boy *sHOrest Oda... 
ness of water-repellent : Mraz, E. A., and: 11(10):453-462. 
preservatives. so Blackie ..M.; LO Cl G le 
Preservative treatment of : Browne, F. L. OE Pia Rep.iNow 9197 
window sash and other : Han lense 
millwork. : : 


*Not available at Forest Products Laboratory. 
+Information reviewed and reaffirmed. 
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Water Repellents and Water-Repellent Preservatives - -(Continued) 


*Water-repellent preserva-: Teesdale, L. V. : Hoard's Dairyman 100(9): 
tives help maintain paint.: 474 =415.) May 10,1955. 
*Uses for water-repellent : Browne, F. L. : Railway Eng. & 
preservatives. : Maintenance 46(12):1140. 
Déeo,. 1950. 
*Water-repellent preserva-: Browne, F. L. : Arch. Record 103(3): 
tives for wood. : po lS blo ase ty eiilus:. 
: Marcelo4a9; 
*Nomenclature and : : Amer. Paint J. 33(4):38. 
definitions of wood pre- : : Oct. 18, 1948;.Same: 
servatives and wood : : Paint & Varnish Production 
coatings. : : Manager 28(11):330. 


Nov. 1948; Paint, Oil & 
Chem. Rev. 111(22):48. 
Octsizg 71946; 


*Preserve, prime, and *BrOwWne als ese : Railway Eng. & 
paint. : : Maintenance 44(6):613. 


June 1948. 


Painting Treated Wood 


Surface characteristics of : SUSMOeR es sapere Ei o1e 
wood as they affect : HANG Toy a3 
durability of finishes. : 
Pt, I--Surtace stabiliza-: Tarkow, H., : 
f10n. * Southerland, Ge E.,: 
and Seborg, R. M.: 


*Durability of paint on wood: Browne, F. L. : Amer. Wood Preservers' 


treated with zinc : Y FAs sn eerocey pe 410. 


chloride. : : 1934. Same: Railway 
: Eng. & Maintenance 30: 
Slee heD ew Loos. 


*Not available at Forest Products Laboratory. 
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Interior Wood Finishing 


Some books and pamphlets : : SWP 63-050. Nov. 1963. 
on finishing of wood and ; 
furniture. 
Bleaching wood, Wowns,; lo. Es. hPL IRepaaora W053 
: ai epkonlk 
Miscellaneous 
The Forest Products : Agr. informe. Dulle LOo. 
Laboratory--A brief : >: Rev. 1962. 
account of its work and : : 
aims. 
Some books about wood : >: FPL Rep. No. 399. 
(aslist)- : >: Rev. 1961. 
Wood floors for dwellings. : Forest Products SAer. Ilandb. NO. 2.04. 


: Laboratory ee ocpt we ool: 


*Not available at Forest Products Laboratory. 
+Information reviewed and reaffirmed. 
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PUBLICATION LISTS ISSUED BY THE 
FOREST PRODUCTS LABORATORY 
The following lists of publications deal with investigative projects of the 
Forest Products Laboratory or relate to special interest groups and are avail- 


able upon request: 


Architects, Builders, Engineers, 
and Retail Lumbermen 


Logging, Milling, and Utilization 
of Timber Products 


Box and Crate Construction and 
Packaging Data 


Mechanical Properties and Struc- 
tural Uses of Wood and Wood 
Products 

Chemistry of Wood ; 

Modified Woods, Paper-Base 
Laminates, and Reinforced 
Plastic Laminates 


Drying of Wood 


Fire Performance 
Sandwich Construction 
Fungus and Insect Defects in 


Forest Products 
Furniture Manufacturers, 
Woodworkers, and Teachers 


of Woodshop Practice 


Glue and Plywood 


Thermal Properties of Wood 
Wood Fiber Products 
Wood Finishing Subjects 


Wood Preservation 


Growth, Structure, and 
Identification of Wood 


Note: Since Forest Products Laboratory publications are so varied in subject 
matter, no single catalog of titles is issued. Instead, a listing is made for 
each area of Laboratory research. Twice a year, January 1 and July 1, 
a list is compiled showing new reports for the previous 6 months. 
This is the only item sent regularly to the Laboratory’s mailing roster, 
and it serves to keep current the various subject matter listings. Names 
may be added to the mailing roster upon request. 
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